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ELETTROPOMPE CMV-15 N CMV-15 N ELECTRIC PUMPS 

 
CARATTERISTICHE FEATURES 

PORTATA/MINUTO 100 CC DISCHARGE/MINUTE  100 CC
PRESSIONE 13 BAR – 188 PSI WORKING PRESSURE 13 BAR – 188 PSI 
SERBATOIO 1, 2 O 3 L RESERVOIR 1, 2 OR 3 L 
LUBRIFICANTE OLII 50-220 CsT 40°C LUBRICANT OIL 50-220 cSt 40°C 
FILTRO ASPIRAZIONE 60 MICRON SUCTION STRAINER 60 MICRON 
LIVELLO ELETRICO 1 A 240 V AC 200 V DC 40 W LOW LEVEL SWITCH 1 A 240 V AC 200 V DC 40 W 
TEMPO DI PAUSA DA 2.5 A 180 MINUTI PAUSE TIME FROM 2.5 TO 180 MINUI 
TEMPO DI LAVORO DA 2.5 A 40 SECONDI WORKING TIME FROM 2.5 TO 40 SECONDS 
PULSANTE EXTRA-CILCO PUSH BUTTON EXTRA CYCLES 
LED VERDE TENSIONE IN LINEA GREEN LED LINE ON 
LED GIALLO POMPA IN FUNZIONE YELLOW LED PUMP WORKING 
RACCORDO MANDATA 1/8” DISCHARGE PORT 1/8” 
TEMPERATURA DA – 10°C A + 60°C TEMPERATURE FROM -10°C TO + 60°C 
 

TENSIONE/VOLTAGE FREQUENZA/FREQUENCY ASSORBIMENTO/CURRENT POTENZA/POWER RATING 
24 V AC 50- 60 HZ 3.15 A 48 W 
120 V AC 60 HZ 0.64 A 41 W 
230 V AC 50 HZ 0.32 A 48 W 

 
 

MOLTO IMPORTANTE VERY IMPORTANT 
  

NON UTILIZZARE ACQUA O EMULSIONI HAVE NOT TO BE USED WATER OR EMULSION 
  
IL TEMPO DI PAUSA MINIMO DEVE ESSERE DOPPIO RISPETTO AL 
TEMPO DI LAVORO 

THE MINIMUM PAUSE TIME HAVE TO BE DOUBLE RESPECT TO 
THE WORKING TIME 

 
LE ELETROMPOMPE CMV-15 N SONO REALIZZATE IN DUE 
VERSIONI 

THERE ARE TWO LAYOUTS FOR THE CMV-15 N PUMPS 

   
 
VERSIONE 
LAYOUT 

FUNZIONI FUNCTION 

CMV-15 N CE LA  VERSIONE CON COMANDI  ESTERNI 
DENOMINATA CE  NON PREVEDE  LA  SCHEDA 
ELETTR ONICA  DI  COMANDO.  LA  G ESTIONE 
DI  AVVIO E  PARTENZA DEVE ESSERE  
EFFETTUATA TRAMITE IL  PLC  DELLA  
MACCHINA .  I  COLLEGAMENTI  ELETTRICI  DI  
ALIMENTAZIONE PREVEDONO UNICAMENTE 
L ’ INVIO DI  TENSIONE AL  MOTORE  E  LA  
GESTIONE DEL  SEG NALE  DI  MINIMO 
LIVELLO ELETTRICO.   

 THE  LAYOUT WITHOUT ELECTRONIC  TIMER  
IS  CALLED CE  AND HAS TO BE  DRIVEN FR OM 
A  PLC  OR  A  CONTR OL BOAR D.  THE  ELECTRIC  
LINKS HAVE  TO BE  MADE FOR  THE LOW 
LEVEL  SWITCH AND THE POWER  SUPPLY .  

CMV-15 N SC LA  VER SIONE CON T EMPORIZZAZIONE DEL  
TEMPO DI  PAUSA E  DI  LAVOR O DENOMINATA 
SC  PR EVEDE LA  SCHEDA ELETTRONICA  DI  
COMANDO.  LA  GESTIONE DI  AVVIO E  
PART ENZA VIENE R EG OLATA MEDIANTE I  
SELETTORI  DELLA  SCHEDA.  I  COLLEGAMENTI 
ELETTRICI  DI  ALIMENTAZIONE PR EVEDONO 
L ’ INVIO DI  TENSIONE ALLA  SCHEDA E  LA  
GESTIONE DEL  SEG NALE  DI  MINIMO 
LIVELLO ELETTRICO .    

THE LAYOUT WITH ELECTRONIC CARD IS CALLED SC. 
THE WORKING AND THE PAUSE TIME ARE REGULATED 
FROM THE DIP-SWITCHES ON THE ELECTRONIC CARD. 
THE ELECTRIC  LINKS HAVE  TO BE  MADE FOR  
THE LOW LEVEL  SWIT CH AND THE POWER  
SUPPLY .  
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ELETTROPOMPE CMV-15 N CMV-15 N ELECTRIC PUMPS 

 
 

COLLEGAMENTI ELETTRICI ELECTRIC CONNECTIONS 
 
 
 
 

 
 
 
 
 
 

CARTA ELETTRONICA ELECTRONIC CARD 
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ELETTROPOMPE CMV-15 N CMV-15 N ELECTRIC PUMPS 

 
REGOLAZIONE TEMPI TIME ADJUSTEMENTS 
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ELETTROPOMPE CMV-15 N CMV-15 N ELECTRIC PUMPS 

 
RACCORDI IN USCITA OUTLET FITTINGS 

 
 




